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 DESCRIPTION CABLE ASSEMBLY, AV, HDMI, A-TYPE, M TO HDMI, A-TYPE, M
CABLE SPECIFICATIONS  

PART NUMBER AHHLP-2 
HDMI CABLE, 2 FT HDMI-M TO HDMI-M, LOW PROFILE, 34AWG 

 P1 COLOR
 1 ORANGE
 3 WHITE
 2 DRAIN
 4 BLUE
 6 WHITE
 5 DRAIN
 7 GREEN
 9 WHITE
 8 DRAIN
 10 BROWN
 12 WHITE
 11 DRAIN
 14 RED
 19 WHITE
 17 DRAIN
 13 WHITE
 15 GREEN
 16 RED
 18 PURPLE
 SHELL DRAIN

WIRE DIAGRAM
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HDMI COMPLIANT

STANDARD
SPECIFICATIONS

 

 

 

 

 

 

5  MOLDING COMPOUND, OVER-MOLD, PVC, BLACK

4 MOLDING COMPOUND, PRE-MOLD, PE, NATURAL

3 SHIELD, COPPER FOIL W/ADHESIVE BACKING

2 CONNECTOR, HDMI, 19P, M, UA

1 A/R - CABLE (5) T/P, 34, AWG, SHIELDED + (4)C, 34 AWG, SHIELDED, PVC, BLACK

6  PROTECTIVE CAP, PE, CLEAR

LENGTH

HIGH SPEED WITH ETHERNET
4K RESOLUTION @ 30Hz
3D VIDEO, DEEP COLOR, x.v. Color™
1080p VIDEO RESOLUTION
60/120 Hz REFRESH RATE
10.2Gbps DATA TRANSFER RATE
HDMI ETHERNET CHANNEL
AUDIO RETURN CHANNEL (ARC)
DTS AUDIO, DOLBY TRUEHD™
LOW PROFILE CONNECTOR BODY
ULTRA FLEXIBLE CABLE
GOLD PLATED CONNECTORS




